ACO-=B Microphone  _—

Accordion Bass section S
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En ACO-B ks a microphone for Bass section of the Accordion. Mounts external and connectlng with
1.5mm jack on the mielodies section system “AKD-P® microphone. Extra long 128 cable s perfect.
giving the user bath the Nesibility and the range needed,

Installation

Caick, safe attachment with no modification of the instrument required,
The microphone indtallation B easy process by wing the "Sell adhesive Lape faitener
- Hook and Loap -
- First clean the surface and sticky the bottom item (Loop) permanently,
=== Then can mount and removes amy time the micnophone,

FL ACO-B jest mikmofonem do sekc)l basowe| akordeonu, Montuje na zewnauz | lgczy ske z
Gnlazdo 3,5 monow systembe sekejl melod|l AKO-P Bardzo diugh kabel 1,2 M jest idealmy,
dajgc unytkownikowi zardwno elastycrnods, jak | wymagany makres.

Instalacja
Szybkie | bBezpheczne mocowanie bez konlecznodc] madyfikech nstramentu,

Instalacja mikrofonu jest latwa dzieki zastosowaniu Samoprylepnego zapigcia tasmy
- Hoalk and Loap -

== Najpierw oczydd powderzehnie | irsale preykle) dolny element (petlel.

=8 Mastepnie moing zamontowad | usingd w dowalmgm momencie mikofon




