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BAGLAMA

TOP
- Mayvrtng MmayAapa ei8IKQ KATAOKEUQOE-
= | = MAGNETS  yoc yia GAEC TIC CUVBRKES Kal pnyavipara.
= 1 MehetriBnke pe olyyxpovec mpodiaypagéc Kal
: _J kartaokeudoTnke e payvritec Alniko 5.

Amodidel mortdrnTa fixou pe dyko, Xwpig
BopuBoug kal pikpopwviopols. H diaypappa-
TIKf| KauTuAn amékpiong eival e§looppomn-
HEVN yia OAeg TiIc opdig. TomoBeTelTal TTOAU
eUxkoha pe pia Bida kan o 1{axk ouvdéoewc.

H améoraon Tou gayviTn amd nic xopdég
mpéEmel va eivar repitrou 3,0 yhooTa. H
TpUTra yia 1o T{ak yiveral e Tputmavi 9 mm

INSTALLATION - EI'KATAITAIH
* H ndvw nilcupa Tou payvnTn NPENEL va eival oTn b
euBein pe TRV novw nileuvpa TS TAOTIEPAS

® Top side off pickup must be in the same high to wood.

Scrtlrﬁﬁlﬁﬂ Nopbes - strings

FEATURES

Baglama pickup specially made to meet all
working conditions. Matches to every Amp or
console input. It is made meeting all recent
standards, using Alniko 5 magnetic materials.
Performs a high fidelity sound without noise
and distortion. Diagram shows a response
curve fully equalizer to every string.

Easily installed using only one screw and has
a connection jack. Pickup's distance from the
strings must be keept at approx. 3.5 mm.

Dril 9 mm for jack.

‘\\- raaticpa (wood)

9 mm drill for Jack



