BP - S
BAGLAMA

XAPAKTHPIZTIKA
Mayvritne Mmayhapd eifikG KQTaOKEVQOTUEVOG
yia OMAES TIC TUVBNKES Kai pnxavnuara.
MeherriBnke pe olyypovec mpodiaypagéc Kal
KOTAOKEUAOTNKE pe eLehypéva KEpapikd vAikd.
Amodidel mordrnra fxou PE GyKo, Xwpig
s  Sopufoug kal pIKpopWVIoPOUG,
s H Siaypapparnkn kagmiAn amokpiong eival
P cficoppoTtrnuévn yia OAec TIC YopBEc.
TomoBeteitan TroAl elkoha pe pia Bida
@ xal To 7éak ouvbéoewg. H amdoraon
TOU payvhTn amo Ti¢ Xopdeg TpEME
va eival epitou 3 yihiooTa,

INSTALLATION - EIKATAZTAIH
 H ndvw nilevpa Tou payvnTn NPENEl va eival oTn b
cubeia pe Tnv navw nicupa TS TaOTIEPAS

* Top side ofT pickup must be in the same high to wood.
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FEATURES
Baglama pickup specially made to meet all working conditions.

Matches to every Amp or console input. It is made meeting all recent standards,
using ceramic/magnetic materials. Performs a high fidelity sound without noise

and distortion. Diagram shows a response curve fully equalizer to every string.
Easily installed using only one screw and has a con- nection jack. Pickup’s

distance from the strings must be keept at approx. 3 mm.



