B-Light
Tzouras - Baglamas

EfaipeTikd AemT6g payvritng Tloupd kai MmayAhapd pe SiaoTAoEIg

(39 mm X8 mm X 2,2 mm)

Karaokeudletal pE UMIKG Kal TTpodiaypa@Eg HIKpOQUVOU OTOUVTIO.
Atmodidel moTéTnTa fiXoU HE OYKO, Xwpic BopUuBoug Kal HIKpOQWVIOUOUG.
H SiaypappaTiky kapmoAn amokpiong eival e§icoppotnuévn yia OAeg TIig
xopdég pe eEaipemikry Sidkpion.

Exel mnvio xapnAic avriotaong 480 Om

2uvdeeTal kateuBeiav oe eicodo Auvapikou Mikpogpuwvou KovaodAag XLR.
Eival améAuta kardAnAog yia nxoypdagenon. Zuvdéetal kal oe EvioyuTth o€
eicodo Line.

TomroBerteital TrToAD eOkoAa pe pia Bida kal To T{AK oUVBEOEWG.

H amwéoTtaon Tou gayvhTn amoé Tig XopdEg pETTEl va eival Trepimou 2
XIAlooTda. Aev kAeivel kaBoAou Tnv TpUTTa oTo Gpyavo, yiati ymaivel oTnv
TaoTiEpa, eXEl TTou BIdwVEl TO PTEPS aTNPISEWS TWV AAAWY HayvnTWY.
EAagpég (30 gr) xwplc mpooBnikn Bapoug oTo Opyavo.
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FEATURES J] WRIERELS

Exceptional thin pickup ( 389 mm X 8 mm X 2.2 m ) for Tzoura &
Baglama. It's slim design avoid obstruction from instrument
soundhole. Light-weight pickup (30 gr) add no weight on the
instrument. Specially made to meet all working conditions.

A low impedance 480 ohm coil gives a full frequency response.
Matches to every console in XLR input as Dynamic Microphone.
Also conected to an Amplifier.

A flat graph diagram shows natural acoustic sound for
advanced recording use. Diagram shows a response curve fully
equalizer to every string with studio microphone characteristics.
i\ Easily installed using only one screw and has a connection jack.
i\ Pickup's distance from the strings must be keept at approx.

2 mm. Pickup screws at the end of fingerboard, on the
special mounting slot that is made for common type pickups.




