MAN - A

MANDOLIN

XAPAKTHPIZTIKA

Evepyocg payvritne MavroAivou ei8iKG KaTaOKEUQOPEVOS
yia 6Aeg TIg ouvBnkeg kal pnxavipara. MeAeTriBnke pe oly-
¥POVEG TTPOdIaypagES KOl KATAOKEUAOTNKE PE EEEMYUEVT
KEPOUIKG vAikd. ATodidel MoTOTATa fXoU PE OYKO, Xwpic
BopuBoug kal Hikpoguwviopoug. H diaypappankr kaptroin
amokpiong eival eEicoppotrnuévn yia OAEg TIC xopdEc.
TomoBeteivar oAl eOkoda pe pia Bida kal To T{ak ouvbe-
oewc. H améoraon Tou payvritn amd 1ic xopSéc mpémEel va
givan epimou 3,5 ihooTa.

INSTALLATION - EIKATAXTAXH
« H ndvw nAcupa Tou payvnTn NPENEL va eival oTn b

TOUDBETHYIL ATIATAPIA eufiein pe TV novw nicupa TAS TaOTIEpas
e b ® Top side off pickup must be in the same high to wood.
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FEATURES

Active Mandolin pickup specially made to meet all working conditions.

Matches to every Amp or console input. It is made meeting all recent standards,
using ceramic/magnetic materials. Performs a high fidelity sound without noise
and distortion. Diagram shows a response curve fully equalizer to every string.
Easily installed using only one screw and has a con- nection jack. Pickup's
distance from the strings must be keept at approx. 3.5 mm.
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