MAN - R
MANDOLIN

XAPAKTHPIZTIKA

MayviTng MavroAivou eidIkKG KOTAQOKEUQOHEVOGS Yia OMEG
Tig ouvBrkeg kai ynxavipara. MeAeTriBnke Ye olyypoOVES
TpodIaypaPES KAl KATAOKEUAOTNKE JE EEEAIYHEVA KEPAMIKA
uMkd. Atrodibel mordTnTa rfixou he dyko, ywpic Boplpoug
Kal pikpoguwviopols. H Siaypappatiki kagmiAn amoékpiong
eivan e§looppoTrnueEvn yia OAeg TIE XopdEc.

O payvitng £xel pnxavikr puBuion pe Bida oe kabe yopdr).
Autd pac &iver Tn SuvardéTnTa va IC0oPOTIHTOUHE TNV
oTaBun yetatl Twy Yopduwyv. TomoBeteital ToAl elkoAa pE
Hia Bida kan o T{ak ouvdécews. H amdoTaon Tou payvhTn
amé Tig xopdEg mpeel va eivan epitmou 3,5 yihlooTd.

H Tpoma yia 1o 78k yiveral pe Tpummavi 9mm

INSTALLATION - EI'KATAITALH
s H ndvw nicupo Tou paoyenTn npenel va eival oTn g
guBeia pe Ty navw nileupa Tns TaoTEpas

® Top side ofT pickup must be in the same high to wood.

S‘""Eﬁm Xopées - strings
=1 pickup
Y ~T —=  payvnITS
\ SN
‘ & ‘.\\'* TuoTiEpa (wood )
FEATURES 9 mm dril for Jack

Mandolin pickup specially made to meet all working
conditions. Matches to every Amp or console input.
It is made meeting all recent standards, using
ceramic/magnetic materials. Performs a high fidelity
sound without noise and distortion. Diagram shows
a response curve fully equalizer to every string.
The pickup has a mechanical adjustment screws control in every single string.
That give us the ability to balance the strings according to our preference.
Easily installed using only one screw and has a con- nection jack.

Pickup's distance from the strings must be keept at approx. 3.5 mm.

Dril 9mm hole for jack installation.



