TZ-S

XAPAKTHPIZTIKA

Mayvritng Tdovpa eifIKd KAQTAOKEUQOPEVOS VIO OMES TIG
ouvBrikec kail pnxavipara, MeAeTriBnKe PE OUYXPOVEC {
Tpodiaypageg Kal KATAOKEUAOTNKE pE EEEMYHEVA KEpapika g
uhikd. Amobidel moroTnTa fixou pe dyko, ywpic Boplfouc §
Kol pikpo@uwviogdoug. H Siaypappatikr kapmiAn amékpiong
eival e§looppoTrnpEvn Yia OAES TIG Xop&Es.

TommoBeTeiTan oAU eUkoAha pe pia Bida oTnv TaoTIEpa KAl

10 T{aK OUVBECEWS OTO OKAPog. H amdoTaon Tou payvi
amd Tic yopdéc mpémel va eival epimou 3 yilooTd.

H tpuma yia 1o 1{ak yiveral ye TpuTdavi 9 mm.

INSTALLATION - EIKATALTAZLH
« H ndvw nflcupa Tou payvnTn NPEnel va eival oTn b
euBeia pe TNV novw nilcupa Tns TaOTIEpAS

® Top side off pickup must be in the same high to wood.

Scrrngﬁlﬁﬂ Xopdes - strings

FEATURES
Tzoura pickup special
made to meet all
working conditions.
Matches to every Amp or mnsnle input. It is made
meeting all recent standards, using ceramic/magnetic
materials. Performs a high fidelity sound without noise
and distortion. Diagram shows a response curve fully
equalizer to every string. Easily installed using only one
screw and has a con- nection jack. Pickup's distance
from the strings must be keept at approx. 3 mm.

Dril 9mm hole for jack installation.

9 mm drill for Jack



